Tab: c-dur Tonleiter (natürlich), Willkürliche Stimmung  

	A
	
	
	B
	C
	D
	E

	 
	 
	 
	Note
	Frequenz
	Freq. Halbtöne
	Saitenlänge

	c
	 
	 
	DO
	250.000
	
	1.000

	cis
	 
	 
	
	
	260.417
	0.960

	des
	 
	 
	
	
	270.000
	0.926

	d
	 
	 
	RE
	281.250
	
	0.889

	dis
	 
	 
	
	
	292.969
	0.853

	es
	 
	 
	
	
	300.000
	0.833

	e
	 
	 
	MI
	312.500
	
	0.800

	f
	 
	 
	FA
	333.333
	
	0.750

	fis
	 
	 
	
	
	347.222
	0.720

	ges
	 
	 
	
	
	360.000
	0.694

	g
	 
	 
	SO
	375.000
	
	0.667

	gis
	 
	 
	
	
	390.625
	0.640

	as
	 
	 
	
	
	400.000
	0.625

	a
	 
	 
	LA
	416.667
	
	0.600

	ais
	 
	 
	
	
	434.028
	0.576

	b
	 
	 
	
	
	450.000
	0.556

	h
	 
	 
	TI
	468.750
	
	0.533

	c
	 
	 
	DO
	500.000
	 
	0.500


Tab: c-dur Tonleiter (natürlich), Internationale Stimmung  

	A
	
	
	B
	C
	D
	E

	 
	 
	 
	Note
	Frequenz
	Freq. Halbtöne
	Saitenlänge

	c
	 
	 
	DO
	264.000
	
	1.000

	cis
	 
	 
	
	
	275.000
	0.960

	des
	 
	 
	
	
	285.120
	0.926

	d
	 
	 
	RE
	297.000
	
	0.889

	dis
	 
	 
	
	
	309.375
	0.853

	es
	 
	 
	
	
	316.800
	0.833

	e
	 
	 
	MI
	330.000
	
	0.800

	f
	 
	 
	FA
	352.000
	
	0.750

	fis
	 
	 
	
	
	366.667
	0.720

	ges
	 
	 
	
	
	380.160
	0.694

	g
	 
	 
	SO
	396.000
	
	0.667

	gis
	 
	 
	
	
	412.500
	0.640

	as
	 
	 
	
	
	422.400
	0.625

	a
	 
	 
	LA
	440.000
	
	0.600

	ais
	 
	 
	
	
	458.333
	0.576

	b
	 
	 
	
	
	475.200
	0.556

	h
	 
	 
	TI
	495.000
	
	0.533

	c
	 
	 
	DO
	528.000
	 
	0.500


Tab: c-dur Tonleiter (temperiert), Willkürliche Stimmung  
	A
	
	
	B
	C
	D

	 
	 
	 
	Note
	Frequenz
	Saitenlänge

	c
	 
	 
	DO
	250.000
	100.000

	cis, des
	 
	 
	
	264.866
	94.387

	d
	 
	 
	RE
	280.616
	89.090

	dis, es
	 
	 
	
	297.302
	84.090

	e
	 
	 
	MI
	314.980
	79.370

	f
	 
	 
	FA
	333.710
	74.915

	fis, ges
	 
	 
	
	353.553
	70.711

	g
	 
	 
	SOL
	374.577
	66.742

	gis, as
	 
	 
	
	396.850
	62.996

	a
	 
	 
	LA
	420.448
	59.460

	ais, b
	 
	 
	
	445.449
	56.123

	h
	 
	 
	TI
	471.937
	52.973

	c
	 
	 
	DO
	500.000
	50.000

	cis, des
	 
	 
	
	529.732
	47.194

	d
	 
	 
	RE
	561.231
	44.545

	dis, es
	 
	 
	
	594.604
	42.045

	e
	 
	 
	MI
	629.961
	39.685

	f
	 
	 
	FA
	667.420
	37.458

	fis, ges
	 
	 
	
	707.107
	35.355

	g
	 
	 
	SOL
	749.154
	33.371

	gis, as
	 
	 
	
	793.701
	31.498

	a
	 
	 
	LA
	840.896
	29.730

	ais, b
	 
	 
	
	890.899
	28.062

	h
	 
	 
	TI
	943.874
	26.487


Tab: c-dur Tonleiter (temperiert), Internationale Stimmung  
	A
	
	
	B
	C
	D

	 
	 
	 
	Note
	Frequenz
	Saitenlänge

	c
	 
	 
	DO
	261.626
	100.000

	cis, des
	 
	 
	
	277.183
	94.387

	d
	 
	 
	RE
	293.665
	89.090

	dis, es
	 
	 
	
	311.127
	84.090

	e
	 
	 
	MI
	329.627
	79.370

	f
	 
	 
	FA
	349.228
	74.915

	fis, ges
	 
	 
	
	369.994
	70.711

	g
	 
	 
	SOL
	391.995
	66.742

	gis, as
	 
	 
	
	415.305
	62.996

	a
	 
	 
	LA
	440.000
	59.460

	ais, b
	 
	 
	
	466.164
	56.123

	h
	 
	 
	TI
	493.883
	52.973

	c
	 
	 
	DO
	523.251
	50.000

	cis, des
	 
	 
	
	554.365
	47.194

	d
	 
	 
	RE
	587.329
	44.545

	dis, es
	 
	 
	
	622.254
	42.045

	e
	 
	 
	MI
	659.255
	39.685

	f
	 
	 
	FA
	698.456
	37.458

	fis, ges
	 
	 
	
	739.989
	35.355

	g
	 
	 
	SOL
	783.991
	33.371

	gis, as
	 
	 
	
	830.609
	31.498

	a
	 
	 
	LA
	880.000
	29.730

	ais, b
	 
	 
	
	932.327
	28.062

	h
	 
	 
	TI
	987.766
	26.487


